FEATURE

VALUE

1.

REPTO Provisions

Rear Engine Power Take-Off available for added versatility

2.

Multiple Cab Configurations

Versatility to match any job requirement

3.

Lightweight, Compact Battery Box

Fender-mounted to free up valuable frame space

4.

Air Assist Cab

Easily helps engage the cab tilt for serviceability

5.

65-Degree Cab Tilt

65-degree tilt provides easy access to service points

6.

Standard Air Disc Brakes

Improves brake life and reduces service time

7.

Steer Axle Ratings (Single: 12,000-20,000 lbs., Tandem: 36,000 lbs.)

Customize to your specific job requirements

8.

FEPTO Provisions

Front Engine Power Take-Off available for added versatility

9.

Natural Gas Engine Availability

Compressed Natural Gas and Liquefied Natural Gas with Cummins Westport ISL G Engine

10. Stainless Steel Grille

Peterbilt signature styling with excellent durability and protection

11. LED Lighting

Extends service intervals when compared to incandescent lighting

12. High-Visibility Mirrors

Increased visibility and sturdy design for rattle-free performance

13. Ergonomic Dash Layout

Easy to read gauges; keeps important controls within reach

14. Durable Cab Construction

Steel structure, aluminum skins and fiberglass roof cap for maximum durability

ALTERNATIVE FUELS

Available in Compressed Natural Gas
(CNG) or Liquefied Natural Gas (LNG).
Both provide flexibility to locate the
fuel tanks either off the frame rail or
integrated with the body.

VERSATILITY

The Model 320 is available in a full range
of steer axle configurations including single,
rated at 12,000-20,000 lbs., and tandem,
front rated at 36,000 lbs.

EFFICIENCY

The Model 320 is standard with Bendix air
disc brakes, which offer shorter stopping
distances, are compact and lightweight and
improve vehicle and operator efficiency.

HIGH-VISIBILITY MIRRORS

Peterbilt’s tri-plane mirrors feature an arm
that allows them to be folded either forward or
backward. They can be mounted on the driver
and passenger doors, or the passenger-side
mirror can be installed to the front of the cab.

